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V EN T I L AT I O N

Clean air is the basis
for healthy life
The quality of air impacts our energy level, sleep,
mood and health. Indoor air contains various bacteria, dust and pathogens, which may cause health
problems, especially for people with allergies.
Clean air should not be a luxury, but natural part of
daily life.
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High-quality air starts from Airobot
Airobot ensures that you
feel good at your home
Airobot is an autonomous ventilation unit, which
takes care of the indoor climate of your home. Smart
sensors of Airobot measure the levels of CO2, VOC,
temperature, and humidity in the air, and adjust them
independently.
We make your air visible
Airobot users see the quality of indoor air on the display in real time. You can always be sure and check
the air quality in your home.
Up to 30% saving on energy costs
Airobot can detect through interaction of several sensors if nobody is present in the premises, and switch
to minimum speed. For example, if rooms are not
populated eight hours a day on average, Airobot will
save up to 30% electric energy compared to a regular
ventilation unit and reduce heating costs. This also
helps to save the environment.
Suitable for apartment and house
The ventilation unit should be chosen depending on
the area of your home in square meters, and Airobot
range includes equipment for smaller or larger, old or
new dwellings. They can be installed on a wall or to
the ceiling.
Heat exchanger with humidity recovery
Most ventilation units take humid air from the room
and discharge it out. In winter, they take dry air from
the outside and bring it in. Excessively dry air is bad

for health. Enthalpy-type Airobot heat exchangers
return approximately 60% of the moisture generated
indoors to the air blown into the rooms. This way,
ventilation does not extract all moisture and a much
healthier humidity level is maintained in your home.
Quiet operation
Airobot is so quiet that you do not even notice its operation. The noise level of Airobot equipment is within
the range 37–50 dB.
Airobot likes development
Airobot provides regular software updates for its devices, adding new features. Continuous development
ensures that the ventilation unit stays up to date even
after several years of use. All updates are automatic.

AIROBOT L
As standard equipment,
includes:
• integrated CO2, VOC, air temperature and
humidity sensors
• autonomous control – smart control of fans
ensures high-quality interior climate
• room occupancy sensing
(together with energy saving mode)
• humidity detection mode.

Specifications
Installation

ceiling-mounted, horisontally

Airflow up to

Airobot L: 250 m3/h or 70 l/s or 120 m2 ventilated area

Energy
labels

Airobot L ERV: 200 m3/h or 55 l/s or 100 m2 ventilated area
Heat exchanger

HRV: plate heat exchanger with heat recovery
ERV: plate heat exchanger with humidity and heat recovery

Heat recovery efficiency

L: 89%, L ERV: 81%

Filters

panel filters, ePM10 55% (M5) / outside air ePM1 55% (F7)

Power supply

1~230 VAC 50 Hz

Maximum power

1.9 kW (10 A)

Motors

2 × 83 W Radical EC motors

Preheater (frost protection)

integrated, nominal power 1.1 kW PTC, 0–100% control

Special power SPI (L / L ERV)

0.38/0.30 W/(m3/h) 175 m3/h / 140 m3/h 100 Pa

Special power SFP (L / L ERV)

1.36/1.08 W/(m3/s) 175 m3/h / 140 m3/h 100 Pa

Condensate connection (mm)

15 mm, 3 m hose included

Colours

white, black, without metal casing

Packaging

118 × 32 × 66 cm, weight 40 kg (20 kg without case)
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AIROBOT S1
As standard equipment,
includes:
• integrated CO2, VOC, air temperature and
humidity sensors
• autonomous control – smart control of fans
ensures high-quality interior climate
• room occupancy sensing
(together with energy saving mode)
• humidity detection mode.

Specifications
Installation

wall-mounted, vertically

Airflow up to

Airobot S1 / S1 ERV: 400 m3/h or 111 l/s
or 170 m2 ventilated area

Heat exchanger

HRV: plate heat exchanger with heat recovery
ERV: plate heat exchanger with humidity and heat recovery

Heat recovery efficiency

S1: 92.6%, S1 ERV: 87%

Filters

panel filters, ePM10 55% (M5) / outside air ePM10 55% (M5)

Power supply

1~230 VAC 50 Hz

Maximum power

2.2 kW (16 A)

Motors

2×118 W EC

Preheater (frost protection)

integrated, nominal power 1.35 kW PTC, 0–100% control

Special power SPI (S1 / S1 ERV)

0.32/0.32 W/(m3/h) 277 m3/h / 100 Pa

Special power SFP (S1 / S1 ERV)

1.15/1.15 W/(m3/s) 277 m3/h / 100 Pa

Condensate connection (mm)

32 mm

Colours

white, black

Packaging

60 × 80 × 131 cm, weight 60 kg
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AIROBOT S2
As standard equipment,
includes:
• integrated CO2, VOC, air temperature and
humidity sensors
• autonomous control – smart control of fans
ensures high-quality interior climate
• room occupancy sensing
(together with energy saving mode)
• humidity detection mode.

Specifications
Installation

wall-mounted, vertically

Airflow up to

Airobot S2 / S2 ERV: 500 m3/h or 139 l/s
or 250 m2 ventilated area

Heat exchanger

HRV: plate heat exchanger with heat recovery
ERV: plate heat exchanger with humidity and heat recovery

Heat recovery efficiency

S2: 92.2%, S2 ERV: 85.1%

Filters

panel filters, ePM10 55% (M5) / outside air ePM10 55% (M5)

Power supply

1~230 VAC 50 Hz

Maximum power

2.2 kW (16 A)

Motors

2 × 163 W EC

Preheater (frost protection)

integrated, nominal power 1.35 kW PTC, 0–100% control

Special power SPI (S2 / S2 ERV)

0.37 / 0.37 W/(m3/h) 277 m3/h / 100 Pa

Special power SFP (S2 / S2 ERV)

1.33 / 1.33 W/(m3/s) 277 m3/h / 100 Pa

Condensate connection (mm)

32 mm

Colours

white, black

Packaging

60 × 80 × 131 cm, weight 60 kg
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AIROBOT V3
As standard equipment,
includes:
• integrated CO2, VOC, air temperature and
humidity sensors
• autonomous control – smart control of fans
ensures high-quality interior climate
• room occupancy sensing (together with
energy saving mode)
• humidity detection mode.

Specifications
Installation

wall-mounted

Airflow up to

V3: 309 m3/h or 86 l/s or 140 m2 ventilated area
V3 ERV: 286 m3/h or 80 l/s or 140 m2 ventilated area

Heat exchanger

HRV: plate heat exchanger with heat recovery
ERV: plate heat exchanger with humidity and heat recovery

Heat recovery efficiency

V3: 89%, V3 ERV: 84%

Filters

panel filters, ePM10 55% (M5) / outside air ePM1 55% (F7)

Power supply

1~230 VAC 50 Hz

Maximum power

1.9 kW (10 A)

Motors

2 × 83 W RadiCal EC

Preheater (frost protection)

integrated, nominal power 1.35 kW PTC, 0–100% control

Special power SPI (V3 / V3 ERV)

0.31/0.31 W/(m3/h) 219 m3/h / 100 Pa

Special power SFP (V3 / V3 ERV)

1.12 / 1.12 W/(m3/s) 219 m3/h / 100 Pa

Condensate connection (mm)

32 mm

Colours

white, black

Packaging

80 × 60 × 60 cm, weight 45 kg
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Airobot Technologies
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+372 513 3745
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Feedback from customers
Considering that I have dust allergy and my
daughter is asthmatic, it can be said that
Airobot has greatly improved our quality of life.
Airobot operates quietly by itself and does a
great job adjusting the air quality.
We have used our Airobot for a year, and I am
satisfied! The air is tip-top.
I purchased an Airobot unit. All dealers said
that it is far better than other products on the
market. And I do not regret the purchase:
it is efficient, quiet and well-designed. I can
definitely recommend the product.
My relative purchased an Airobot unit for their
300 m2 home and was very satisfied. The
device looks futuristic and high-tech.

